
audocph.com @audocphPRODUCT SHEET

CIRCULAR PENDANT
Designed by Studio WM



Audo Copenhagen

TECHNICAL SPECIFICATIONS

Product Sheet

Anodised or powder coated aluminium lamp 
with brushed bronze or black finish, textile 
cord and mobile app technology that controls 
both light temperature and level, as well as 
group control for multiple lamps.

CIRCULAR PENDANT
Designed by Studio WM

BLACK
1680539

BRUSHED BRONZE
1680869

PRODUCT TYPE
Pendant 

COLLI
2

ENVIRONMENT
Indoor

DIMENSIONS
H: 13,8 cm / 5,4”
Ø: 55 cm / 21,7”

COLOURS
Black (RAL 9005)
Brushed bronze

PRODUCTION PROCESS
Spun aluminium

MATERIALS
Powder coated or anodized aluminium, 
LED, PCB, PC. 

WEIGHT
3,5 kg / 7,7 Ib

VOLTAGE
CE: 220-230 V
US: 110-130 V

LIGHT SOURCE 
Built-in LED 

LIGHT SPECIFICATION
2,5 W
800 lm 
2700-4000K (default 2700K)
Ra > 90
Energy class: G

DIMMER
Yes, with Audo Lighting App (iOS and 
Android).

CANOPY
Yes, ABS, black
Ø: 11,5 cm / 4,5” 
H: 3,8 cm / 1,5”

CORD MATERIAL AND COLOUR
Textile, black.

CORD LENGTH 
500 cm / 197” 

CLASSIFICATION
IP20, Class II

CERTIFICATIONS
CE certified, tests can be obtained upon 
request.

PACKAGING TYPE
Gift box

PACKAGING MEASUREMENTS  
(H × W × D)
20 cm × 62,7 cm × 62,7 cm / 
7,9” × 24,7” × 24,7”

MATERIALS & MAINTENANCE
Please visit audocph.com for materials, care 
and maintenance instructions.

LUMINOUS INTENSITY DISTRIBUTION (UNIT: CD) TECHNICAL DRAWING
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Ø : 55 cm / 21,7"


